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Introducing Qube 400, the latest addition to the Qube™ line of
blower packages from Tuthill Vacuum & Blower Systems.

Advantages Include:
* Tuthill’'s Ox™ blower featuring our new noise reduction system*
» Smallest available footprint for the flow
* Highest available pressure for the market—up to 18 PSIG
* No ASME code concerns if over 14.9 PSIG—silencer is not needed as it is
integral to the blower
* Less than 75 dBA at 1 meter at 4800 RPM, 15 PSIG

X blower with noise ntegral cooling Tan, easy ooling air and Inlet discharge
reduction system. access for maintenance. located in rear of enclosure.

* Patent Pending



Qube 400 Performance Table

Blower 5 PSIG 8 PSIG 10 PSIG 12 PSIG

RPM CFM BHP dBA CFM BHP dBA CFM BHP dBA CFM BHP dBA
1800 124 4.3 67 109 6.6 68 101 8.2 69 94 9.8 70
2400 183 5.7 67 169 8.9 68 161 11 69 153 13 70
3000 243 7.2 67 228 11 68 220 14 68 213 16 69
3600 302 8.6 69 288 13 68 280 16 67 272 20 68
4200 360 10 69 347 16 70 339 19 70 332 23 71
4800 419 12 69 406 18 71 398 22 73 391 26 73
Blower 15 PSIG 18 PSIG Max Vacuum

RPM CFM BHP dBA CFM BHP dBA in Hg vac. CFM BHP dBA*
1800 15 84 6.1 68
2400 143 16 70 16 138 8.7 68
3000 203 20 70 194 24 72 16 198 11 69
3600 262 24 68 253 29 73 17 251 14 69
4200 322 28 71 313 34 74 17 311 16 70
4800 381 32 73 372 39 76 17 370 18 72

In conjunction with our program of continuous testing and design upgrading, all specifications are subject to change without notice. All data are approximate.
Request a quotation for your specific application.

*Noise levels (dBA) are based on test results collected at Tuthill Vacuum and Blower Systems facility, Springfield, Missouri USA on a single Qube 400 operating
at blower speed and pressures above, with average of measurements taken at 1m distance, 1.5m above floor with discharge piped to process,
away from operational area. Due to the many variables associated with individual installations, installed noise levels cannot be guaranteed.
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QUBE 400P | 395/8" |42 1/16" [ 411/16" | 14 1/2" | 53/16" |10 13/16 010 - 8428 2935 8428 3983
QUBE 400V | 395/8" |42 1/16" | 41 1/16" | 14 1/2" | 53/16" |10 13/16"| 35" 105/8" |10 13/16" 010 - 8428 8762

Email sales@cnmec.biz

Website : Http://www.cnmec.biz



