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DIMENSIONS ARE IN INCHES 
DIMENSIONAL TOLERANCES:

FRACTIONAL 1/64
ANGULAR: 

THIS DOCUMENT, ALL INFORMATION CONTAINED IN
AND ALL INFORMATION RELATED TO, IS PROPERTY OF
DYNALCO, IS CONFIDENTIAL TO IT AND NO PART 
THEREOF NOR ANY SUCH INFORMATION MAY BE
COPIED, DISSEMINATED OR USED IN ANY MANNER
WHATSOEVER WITHOUT THE PRIOR WRITTEN CONSENT
OF DYNALCO AND IS TO BE RETURNED TO DYNALCO

 

SPECIFICATIONS: 
 
- POWER SUPPLY: 8 TO 32 VDC.
- SUPPLY CURRENT: 30 mA MAXIMUM
- OPERATING TEMPERATURE: -30 F TO +250 F (-35C to 125C)
- SENSED FREQUENCY: 0 TO 20 KHZ
- OUTPUT VOLTAGE: SQUARE WAVE.
 - LOGIC 0: WHEN NO MAGNET PRESENT
     * < 0.4 VDC AT < 50 mAMP SINK CURRENT.
 - LOGIC 1: WHEN MAGNET ACTIVATES SENSOR 
     * 4.7 KΩ PULL UP TO Vin
        Vout= Vin x Rload/(Rload+4.7KΩ)
- INSULATION RESISTANCE: 100 MEGA ohm MIN. AT 50 VDC  
   (COMMON TO HOUSING)
- HOUSING: 303 STAINLESS STEEL, BLIND END
- OPERATING AIR GAP: 0.120 TYPICAL WITH NORTH
   POLE FACING TARGET MAGNET.

ELECTRICAL CONNECTIONS

PIN A OUTPUT

PIN B POWER
SUPPLY

PIN C COMMON
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