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API800 Series Datasheet

LIOQUIP+

R

Leading The Way in Fluid Handling Selutions Worldwide

API800 Series Bottom Loading Coupler

APl bottom loading dry-break coupler with sutomatic latching.

Built with a stainless steel latch release handle and coming in at B.5kg the
slimline Liquip APIEDD Series coupler is impressive by any measure.

With a robust design and ease of servicing. customers will experience:
effortless bottom leading. Liquip has considered each detail of the coupler

with the user in mind to maximize the safety, performance, service Ffe and
guality of the coupler.

Key Features

*  Fast in-field replacement of all seals on or off the arm
* A range of seals for use to suit a range of applications.
*  Two operating handle sizes to suit various appScations.

* 4 tree interlocking stainless steel latches for secure coupling and mascimum safety.
*  Stainless steel collar and hard anodised body for increased service life and durability.

*  Stainless steel latch release handbe for long term strength and durability.

*  High quality components for increased operating life.

*  Inoreased site safety via minimal product leakage during disconnect.

= Vastly reduced risk of leakage through new sealing design.

= Improved ergonomic operating handle and canry loop during use with less physical strain on users.

Associated Equipment

Liguip Velvet Touch” Loading &rms.

Specifications

Handle Length Short (150mm) or Long (200mim]

Seals Witen B or Viten GFLT [recommended for ethano! blends)
Max Working Pressure 550 kPa

Product Test Pressure E20 kPa

Design Pressure 2500 kPa

Max Surge Pressure 3400 kPa

o ting Tem, t -MEM Th:_:.?ﬁ‘
Design Standard AP RP 1004 Btk EDHTION 2003 - Bottom Loading and Wapour Recowery
Dismantling Remowval of one roll pin enables the shaft assembly snd main poppet to be withd rmwn
= By ind standard 100mm [47]) TTMA Flange
Mounting - les @limm on 149mm ,lﬂwlﬁi:dhm:lﬂ'[ﬂ?.ﬂﬁ" on 5.8 PCD, B.6" OD)
» Use spring washers when mouwnting coupler 25 per common industry practice:
Weight B.5kg
wwrwligquip.com
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API800 SERIES DRAWIN G

API800 SERIES COUPLERS

100mm (4")
TTMA FLANGE

VIEW FROM OUTLET

API810 150mm (5.9")
API812 200mm (7.9")

$216mm (8.5")

v/

SECTION B-B

NOTE: API812- LONG STYLE
OPERATING HANDLE SHOWN

METERS - VALVES - VENTS - MANHOLES - HOSEREELS - OVERFILL PROTECTION - LOADING ARMS - ELECTRONIC DIPSTICKS

LIQUIP DISTRIBUTORS m

P.O. Box 7049 See website for Liquip branches and Distributors

Wetherill Park BC, 2164

Sydney NSW Australia ~ www.liquip.com Sheet 1 of 3
Email: liquip@liquip.com Issue: E

Phone: +612 9725 9000
Fax:  +6129725 1252
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API800 SERIES PARTS LIST

NOTE: For a list of available spare parts please refer to section 9.
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